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RESTRAINT DEVICE FOR IPS CLASS 200 PVC FITTINGS
g};g %‘PDE A 5 SIDE BOLTS CONNECTING RODS| APPROX.
(INCHES) | (INCHES) NUMBER AND SIZE|[NUMBER AND SIZE| WT. LBS.
2" 2.38 1-1/8"| 6-3/8"|  (2) 5/8"x11" (2) 5/8"x3-1/2" 9.5
2-1/2" | 2.88 1-1/8"| 6-7/8"|  (2) 5/8"x11" (2) 5/8"x3—1/2" 10.0
3" 3.50 1-1/8"| 7-5/8"|  (2) 5/8"x11” (2) 5/8"x3—1/2" 10.5

BASED ON UNI-FLANGE BLOCK BUSTER SERIES 1360 PIPE RESTRAINT.
ALTERNATE, EQUIVALENT RESTAINTS MUST BE
APPROVED BY THE CITY IN WRITING BEFORE USE.

INSTALLATION INSTRUCTIONS

1.) INSTALL PIPE INTO FITTING. INSTALL SERIES
1300 SPLIT CLAMPING RING ON THE SPIGOT
END OF THE PIPE. (USE CONNECTING ROD AS
A GUIDE TO POSITION SERRATED RESTRAINER.)
TIGHTEN CLAMPING BOLTS EVENLY TO THE
RECOMMENDED TORQUE.

2.) INSTALL SPLIT BACK—UP RING BEHIND
GASKET RACE OF FITTING. MAKE SURE THE
BEVEL FACES THE GASKET RACE. THE TWO
HALVES INTERLOCK AT THE BOLT HOLES.

3.) INSERT RODS THROUGH SERIES 1300 AND
BACK—UP RING. PLACE WASHERS AGAINST
RESTRAINER AND BACK—-UP RING EARS. SNUG
RETAINING NUTS AGAINST WASHERS. DO NOT
OVERTIGHTEN RETAINING NUTS. (HAND TIGHT,
THEN ONE FULL TURN.)
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